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LOUVER ORIENTATION
Durmi louvers and shutters with movable louvers have manual or automatic controls that allow you
to block and orientate the louvers and adjust the amount of light that enters the interior of your home
or any type of building. We advise you to orientate the louvers to achieve a pleasant atmosphere
inside the building. To do this, you can open the louvers to achieve more natural light, or to let in
more heat, and close the louvers to protect the inside from the sun's rays or to avoid overheating. To
adjust the louvers, release the louver locking pin (in louver models where available) and operate the
lever until the desired louver pitch is achieved. During operation, the louvers must be observed at all
times to prevent hands from being caught in the louvers. Also check that there are no objects
obstructing the free movement of the louvers.

OPERATION OF LOUVERS

Folding system
Before opening the folding sheet, it must be ensured that the louvers are in the closed position (in
movable models).

To open the sheet, simply release the locks (latches and/or pins) and gently operate the sheet. Avoid
opening the louvers abruptly to avoid hitting the louvers against the wall or other objects.

In case of strong wind, the sheet should be blocked to prevent sudden movements.

Sliding system
Before moving the louvers, make sure that the louvers are in the closed position (for movable models).
Make sure that there are no objects in the way of the door leaf.

Release the louver by operating the locking pin, and run the louver smoothly. Do not allow the louver
to reach the end of its stroke abruptly.

To close the louver, move it gently to the closed position and operate the locking pin. In this position
you can now move the louver to the desired position (for movable models).

In strong winds, the louvers must be locked to prevent sudden movements.
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Folding track system
Before moving the louvers, make sure that the louver is in the closed position (for movable models).
Make sure that there are no objects in the way of the door leaf.

Release the louver by operating the locking pin, push the louver slightly outwards and run it smoothly.
Do not allow the louver to reach the end of its stroke abruptly.

To close the louver, move it gently to the closed position and operate the locking pin. In this position
you can now move the louver to the desired position (for movable models).

In strong winds, the louvers should be locked to prevent sudden movements.

Raisable system
In order to open the raisable sheet, you must first make sure that the louvers are in the closed position
(for movable models). Then release the leaf locking pin. Push the central handle of the louvers
outwards and gently follow the louvers upwards.

To close the louvers, guide the louvers downwards, using the lower and middle handles (holding one
handle with each hand). Pull the central handle to complete the closing actioning. Final ly, operate
the leaf locking pin.

During the sheet opening and closing actioning, you must make sure at all times that there is nothing
in the way of the sheet.

In case of strong wind, you must close the sheet and operate the locking pin.

Projectable system
To open the projectable sheet, release the louver locking pin. Push the louver gently outwards until
the louver reaches its end position.

To close the louver, pull the handle inwards, pushing the louver to the closed position. Actuate the
locking pin.

When opening and closing the sash, always make sure that there is nothing in the way of the sash.

In case of strong wind, you must close the sheet and operate the locking pin.

SAFETY INSTRUCTIONS
 When operating the sheet, make sure that there are no objects or persons in the path of the

sheet.
 Do not allow children to operate the shutter without adult supervision.
 Prevent the sheet from hitting the end stop by always pushing it along its path.
 In case of wind, it is compulsory to lock the shutter by means of the locking pin provided for

this purpose. It is therefore advisable to lock the sheet when they are to be left unattended.
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CLEANING THE LOUVERS AND PERGOLAS
 The aluminium can be cleaned with non-abrasive products, such as soap and water, with a

pH between 5 and 7.
 Periodically clean the inside of the upper and lower guides, avoiding the accumulation of

dirt that could hinder the movement of the bearings and rails.
 Periodically grease bearings, rails and other moving parts.
 The anchoring points of the roller shutter to the building site must be checked by qualified

personnel at least once a year.
 In case of malfunction or anomaly of any part of the shutter, contact a qualified

maintenance technician.

MAINTENANCE OF THE WOOD
Durmi wooden louvers are coated with a protective layer of colourless, water-based Lasur, based on
pure acrylic resins in very fine particle aqueous dispersion. Double colourless sun protection with two
kinds of stabilisers: Light stabilisers by absorption of UV radiation and sterically hindered amine
stabilisers that inhibit the breaking of macromolecule bonds and eliminate free radicals. Biocides
against the action of chromogenic fungi and insects. Water repellent waxes for greater water
repellency. The frequency of maintenance depends on the exposure of the slats to the sun and the
different weather conditions. Lasur does not require sanding or stripping. It is sufficient to remove dust
and clean the surface well and then apply a coat of lasur (CEDRIA SOL-LASUR or similar). In woods
that are very hot from the sun, it is recommended that the surface be slightly dampened with water
to avoid drying too quickly, which would be detrimental to the polymerisation of the resins. If you
wish, you can contract Durmi's maintenance service, subject to an estimate, which will be carried
out by specialised personnel.

In any case, the customer must carry out a yearly maintenance of the wood to ensure the correct
functioning of the system.


